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Calderería López Hermanos 

S.A.  

We are located in Paterna 

(Valencia), in Polígono Industrial 

Fuente del Jarro. We employee 

more than 30 workers: operators, 

engineers, designers, technicians 

and administrative assistants. The 

aim of our working team is the 

nonstop development of cutting-

edge products. 
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Experience  & quality 
 

Con 80 años de experiencia, y como el 

primer día, seguimos llenos de energía. 

Mejorando constantemente para ofrecer 

productos de primera calidad. 

http://www.lopezhnos.es/script/photo/1278076089fotoHome.jpg
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1. About us. History and facilities 

Facilities 

We are located in Paterna (Valencia), in Polígono Industrial Fuente del Jarro. 

We employee more than 30 workers: operators, engineers, designers, 

technicians and administrative assistants. The aim of our working team is the 

nonstop development of cutting-edge products. 

Our stuff 
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Steam Boilers 

Recovery Boilers 

Hot Water Boilers 

Economizers 

Other Industrial Equipment 

History 

In 1935 Calderería López Hermanos S. A. started working in Valencia as a 

boilers repair and maintenance workshop. Since our early days we have 

worked in different sectors of this industry and have specialized in steam 

boilers, developing a range of models featuring our own technology and 

patents and constantly improving the performance and quality of our 

products. 

 

In 1947 our workshops began to make steam generators, which were mainly 

solid-fuel and vertical, although we also produced horizontal boilers built and 

installed on-ǎƛǘŜ ƛƴ ŎǳǎǘƻƳŜǊǎΩ ŦŀŎǘƻǊƛŜǎΦ In 1956 we began to manufacture 

automatic boilers with liquid-fuel burners which greatly simplified the 

ƻǇŜǊŀǘƻǊǎΩ ǘŀǎƪǎΦ 
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Increased production made it necessary to relocate our workshops in 1965. 

Our new facilities on Calle Río Escalona were far larger and enabled us to build 

much bigger boilers. To give customers the best possible service, we expanded 

our production departments and opened an electrical maintenance 

department and a combustion machinery department and we began to build 

stainless-steel equipment. 

 

In 1972 our GVL-H boilers were certified for the first time and in 1988 the 

whole boilers series were adapted to comply with UNE regulations, already 

applying a gas-fuelled boiler design. 

hǳǊ ŎƻƳǇŀƴȅΩǎ growth in both the Spanish and international markets made it 

necessary to relocate yet again, this time to Fuente del Jarro, an industrial 

estate in Paterna, five kms from Valencia and our final location. Our current 

5,000 sqm indoor plant 16m high, has all the manufacturing facilities needed 

to produce very large water tube and fire tube boilers, enabling us to cater 

ŦƻǊ ŀƭƭ ƻǳǊ ŎǳǎǘƻƳŜǊǎΩ ǊŜǉǳƛǊŜƳŜƴǘǎ ŀƴŘ making us Spain number 1 boiler 

manufacturer. 

In 2002 Calderería López Hermanos redesigned all the equipments in 

ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ ǘƘŜ 9ǳǊƻǇŜŀƴ tǊŜǎǎǳǊŜ 9ǉǳƛǇƳŜƴǘ 5ƛǊŜŎǘƛǾŜ όάt95έ 

97/23/EC), receiving since then the EC seal of approval. 
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  ωFire-tube Steam Generator GVL-H

ωFire-tube Steam Generator CBC

ωWater-tube Steam Generator CIT

2.1. Steam Boilers

ωFire-tube Hot Water Boiler CLH

ωFire-tube Hot Water CBA

2.2. Hot Water Boilers

ωRecovery Fire-tube Steam Boiler CRP

ωRecovery Fire-tube Hot Water Boiler CRPA

ωRecovery Water-tube Hot Water CAG

ωRecovery Water-tube Steam Boiler CRA

2.3. Recovery Boiler

ωEconomizer ECO

ωPressure Condenser Systems

2.4 . Power Saver Equipments

ωLGDgas scrubbers

ωDereators

ωEquipment for thermal oil

ωStorage Tanks

ωPipelines and Structures Installation

ωIndustrial Equipment Requested on Drawing

ωHeat Exchangers

2.5. Other Industrial Equipment

Quality, technology and 

efficiency 

Calderería López Hermanos has a 
select group of technicians 
qualified to produce any type of 
industrial facilities in both carbon 
steel and stainless steel, enabling 
us to manufacture machinery and 
factory facilities where to produce 
steam, condensate, treated water, 
compressed air, liquid and gas fuel 
ranges of products. 

We do not just make and design 
steam generators: we also provide 
boiler and pressure equipment 
maintenance services. Knowing 
ǘƘŀǘ ƻǳǊ ŎǳǎǘƻƳŜǊǎΩ bƻΦ м ǇǊƛƻǊƛǘȅ 
is their factory production, we do 
our utmost to adapt to the dates 
and times available for boiler 
shutdown. 

 
Thanks to our electrical 
department with technicians 
specialised in burners and control 
panels, we can offer 
comprehensive, integrated 
maintenance. 

 

 

 

2. Products 



 

Calderería López Hermanos, S.A.   C/ Ciudad de Sevilla 49 - Políg. Ind. Fuente del Jarro 46988 Paterna - Valencia 

Telf. 96 134 37 17 - Fax 96 132 26 56     www.lopezhnos.es        email: lopezhnos@lopezhnos.es       

Page    |  5  

The generator has a wet 
chamber completely surrounded 
and cooled by water. Fire-proof 
materials are not required on 
the back, resulting in higher 
performance and lower costs 
and maintenance. 

 

 

 

 

 

 

 

¢ƘŜ Lb{¢!b±!t άD±[-Iέ ƛǎ ŀ 
robust, compact steam 
generator supplied as a single 
package mounted on a solid 
bedplate for fast assembly and 
start-up. 

 

 

 

 

 

 

   

ωFire-tube Steam Generator GVL-H

2.1. Steam Boilers

The GVL-H is a horizontal, three-pass fire tube steam generator with a 
central, interior furnace to ensure maximum heating efficiency. 

 

There is an inspection opening and gas handhole to the rear that opens 

automatically in the event of excess pressure in the furnace because it is 

designed as an escape valve if gas builds up inside the furnace. This 

mechanism increases the generator passive safety and also allows easy 

access for the combustion chamber inspections and maintenance 

cleanings. 
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There is a manhole at the top and inspection hatches 
on the front and back to enable the inspections and 
cleaning tasks necessary to keep the inside of the 
generator in good condition. 

The front and back of the generator are fitted with 
hatches allowing access to the flues. They are 
fastened by screws designed to prevent them from 
seizing up due to the temperature. Once they are 
removed, the hatches are held in place by revolving 
hinges that make inspections and any necessary 
cleaning quick and easy.  

 

 

Model  

Steam 

generation  

 (KgĀv/h) 

Heating 

surface  

 (m²)  

Peso (kg)  

PS min  

Water 

volume  

 (m³)  

Total  

volume  

(m³)  

L (mm)  A (mm)  H (mm)  

GVL - H200 - CE 2.000  58,79  6.200  4,13  5,19  3.900  1.970  2.450  

GVL - H250 - CE 2.500  77,54  7.750  5,14  6,83  4.300  2.150  2.600  

GVL - H300 - CE 3.000  81,67  8.850  6,14  8,28  4.900  2.200  2.700  

GVL - H400 - CE 4.000  115,61  11.300  8,04  10,58  5.550  2.350  2.850  

GVL - H500 - CE 5.000  134,96  12.700  9,33  12,47  6.100  2.450  2. 900  

GVL - H600 - CE 6.000  177,50  16.000  11,62  15,56  6.600  2.600  3.100  

GVL - H700 - CE 7.000  198,72  16.775  12,63  16,91  6.850  2.700  3.250  

GVL - H800 - CE 8.000  217,80  18.250  13,97  18,30  7.150  2.800  3.300  

GVL - H1000 - CE 10.000  279,43  22.000  18,74  24,30  7.900  3.000  3.55 0 

GVL - H1200 - CE 12.000  347,29  24.525  19,86  26,28  8.300  3.050  3.650  

GVL - H1400 - CE 14.000  374,50  27.125  21,65  27,82  8.650  3.100  3.700  

GVL - H1600 - CE 16.000  465,16  29.625  27,65  36,65  9.800  3.300  3.900  

GVL - H1800 - CE 18.000  483,06  51.000  28,72  37,78  10.100  3.300  3.900  

GVL - H2000 - CE 20.000  574,5 0 51.800  34,16  43,64  10.800  3.550  4.100  

GVL - H25 00 - CE* 25.000  731,54  58.900  38,50  47,36  8.500  4.150  4.600  

GVL - H30 00 - CE* 30.000  955,12  67.000  45,71  56,54  9.850  4.250  4.700  

*Construcción con dos hogares  

Datos orientativos de anteproyecto. Los componentes y dimensiones pueden diferir en función de las características de la instalación y 
los datos proyectados.  

 

 

 


